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MANUFACTURERSNAME ~ Bostik-Finch, Inc., Subsidiary of USM Corp.
stReetadoress 20846 S. Normandié Ave.CTv.smiEaNozecove  Torrance, Ca. 90502

EMERGENCY TELEPHONE NO. 213/3»2'0-680.0'

Chemical Milling Maskant 376-31G

PRODUCT CLASS K ; ) MANUFACTURERS CODE IDENTIFICATION
: ~ g 'Protectlvle Coating :
TRADENAVE  Bostik . Specificatioen: McDonnell Dougzlas DPM 5252
Sectlon Il — HAZARDOUS lNGREDIENTS
' y : - Tw - . VAPOR
INGREDIENT o o _ -1 PE.FfCErle , oo . LEL  PRESSURE
Butadiene Styre‘ne' Copolymer 9.0 N/A
Inert Pigments , o 9.0 N/A ‘
Suspenblon Agents § Stabilizers 2.0 N/A B [ I
Perchloroethylene ' 51.0 100 e 16
Aliphatic Naphtha 18.0 500 | - 0.8 1 -
Toluene - , ‘ , 7.0 200 1.2 22
jlene K T 4.0 100 1.1° 7
_ Sectlon ||| - PHYSICAL DATA ..
BOILING RANGE 230 o F- 28 S OF , . ' VAPOR DENSITY m HEAVIER D LIGHTER.THAN AlIR
EVAPORATION RATE D FASTER m,SLO\_.NEH,T‘HAN_E.THER | ‘EsngﬁL\EOLATILE \éVElCEgLPER 10 .1# ‘

80%

‘Section IV FIRE AND EXPLOSION HAZARD DATA

ADR

SPECIAL FIRE FIGHTING PROCEDURES

coreatzcomvRed Label, DOT #150070 Sub. 2 FasHPONT 110°F Tag Closed Cup ® .8

ExTnneuusnunémeom Use carbon dioxide or dry chem1ca1 for small fires.
- CT e : Use alcohol-type foam for large fires.

UNUSL ; |
HSUAL FIREAND EXPLOSION HAZAROS . Do not apply to heated surfaces or in areas

where electr1ca1 sparks may be present.

i
B

‘Water may be 1neffect1ve in flghtlng f1res except
- in a fine spray thabsorb heat and protect undamaged
materlals.v ‘ .
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Section V- HEALTH HAZAFID DATA

THRESHOLDLIMITVALUE 100 ppm
EFFECTS OF ovERexposure Breathing vapor will be irritating to nose and. throat.

May cause nausea and vomiting. Contact with skin or . (/—7’
eyes may be irritating. A

: Inhalation: Remove victim to fresh air; consult
EMERGENCY AND FIR§T AlID E’ROCEDU_RES .

. , physician.
Skin Exposure: Wash affected area w1th soap and water
Eye " : Flush with water. Consult physician,
Ingestion: Induce vomiting. Consult physician

Section VI — REACTIVITY DATA

staiLity [ ] unstasLe  [X7] sTABLE CONDITIONSTOAVOID  Storage at high temperatures.
INCOMPATABILITY (Materials to avoid) None )

HAZARDOUS DECOMPOSITION PRODUCTSCO , combustion products of various pigments employed.

HAZARDOUS POLYMERIZATION  [_] MAY OCCUR [—_Xj WILL NOT OCCUR
'CONDITIONS TO AVOID :

Section VIl — SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASEDORSPILLED Absorb material with sawdust or oil- absorbing
compound. Wash area with detergent and. water. Use adequate ventilation to
clear fumes from area. Avoid sparks.

WASTE DISPOSAL METHOD

Incinerate with care. Sanitary land fill preferred. , ()

Section VIil — SPECIAL PROTECTION INFORMATION

RESPIRATORYPROTECTION Depending on application method and facilities, either an

air-supplied respirator or suitable chemical cartrldge and dust filter
type resplrator

VENTILATION  To meet TLV assuming a rate of application of 10 gals. per hour fresh
air requirements will be 18,000 to 20,000 cfm. To meet 25% of LEL under
same assumption 700-800 cfm’ is requlred ‘

" PROTECTIVE GLOVES Solvent resmtant gloves

EYE PROTECTION
Go ggles or face shields
OTHER PROTECTIVE EQUIPMENT 1]

Sectlon IX SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN' IN HANDLING AND STORING

OTHER PRECAUTIONS
N Store under 100°F.

BOE-C6-0202118



